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0-02% DISTORTION 
AT FULL POWER 


OPERATES IDEALLY 
FROM 8 TO 35 VOLTS 


. 
SIZE 34 x 24 x 4 ins. 
a 


FREQUENCY RESPONSE 
FROM 20 Hz TO 30 kHz 


USE IT FOR HIGH FIDELITY 
MUSIC INSTRUMENTS, 


ECONOMY RECORD PLAYER, 


P.A., INTERCOM, ETC. 
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THE WORLD'S LOWEST DISTORTION 
HIGH FIDELITY AMPLIFIER. 


For four years, the Sinclair Z.12 dominated the constructor world, being the best 
selling unit of its kind this side of the Atlantic. Excellent as it was, the new Sinclair Z.30 
is still better. Half the size of the Z.12, it has more than twice the power, very much 
greater gain and a level of distortion 50 times lower. This incredible figure results from 
using over 60dB of negative feed back with a constant current load to the driver stage 
obtained by incorporating a two transistor circuit in place of the more usual boot- 
Strapping. 9 silicon epitaxial planar transistors are used to provide enormous power 
(up to 25 watts RMS continuous sine wave (50 watts peak). The circuitry of this 
marvellous amplifier allows it to be operated from any voltage from 8 to 35 to perfec- 
tion. At all output levels, distortion is only 0.02%. This puts true laboratory standards 
into the hands of every user of a Z.30. Two Z2.30s and a new Stereo Sixty will make a 
stereo assembly of such perfection that it could not be bettered in its class no matter 
how much you spent. But the Z.30 has an enormous variety of applications, particu- 
larly where quality, precision and reliability are essential. Yet this brilliant new 
Sinclair design costs not a penny more than its famous predecessor. 

@ Input Sensitivity—250 mV into 100 Kohms 

@ Signal to noise ratio—better than 70dB unweighted 

@ Class AB output 

@ Power requirements 8-35 volts from batteries or PZ.5 
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This attractive and completely new unit is intended for use with two new 
2.30 amplifiers to provide the finest possible standards of stereo reproduc- 
tion. Four press buttons and four rotary controls are used to provide on-off, 
three input selectors and Volume, Bass cut/boost, Treble cut/boost and 
Stereo balance. The on-off button also switches the power amplifiers. The 
front panel in brushed aluminium is flush mounted to the cabinet front, it 
being necessary only to drill holes to accommodate the controls. Rear 
adjustable brackets hold the chassis tight to the cabinet. The very latest 
ganged rotary controls are used to afford compactness and extra long 
working life free from noise. 

The Stereo-60 may also be used with 2/C-10's or any other high perform- 
ance amplifiers. 


Frequency range : Radio & Aux. 20-25,000 Hz + 1dB Pick-up corrected to within 


+1dB for R.1.A.A. equalisation. 


Inputs : Radio, pick-up (magnetic, ceramic or crystal), Auxiliary. 

Overload factor: >20dB per channel on all inputs 

Distortion : 0.03% 

Signal to noise ratio: Better than 70dB unweighted 

Controls: press buttons for on-off, P.U, radio and aux. Treble +15dB to 
—15dB at 10kHz. Bass +15dB to —15dB at 100Hz. Volume. 
Stereo Balance. 

Size: 84" x 14° x 4” from front to back, plus knobs. 

Finish: Brushed aluminium with black titling, knobs and press buttons. 


PZ.5 POWER SUPPLY UNIT 


A new heavy duty mains power supply unit designed specially to drive 
two Z.30s and a Stereo Sixty. New compact design. 
For AC Mains, 200-240V/50Hz. £4.19.6 


USE THIS COUPON FOR 2Z.30,STEREO 60 AND P.Z.5 
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